
 

Ref: SD360-DoP-CPR-REV1 

 

Declaration of Performance 
 

Number: SD360-DoP-CPR-REV1 
 

1. SD360 

2. Wireless Smoke Alarm Device 
3. For use in Residential Buildings, Apartment and Rooms with similar purposes 

 
4. Paradox Security Systems Ltd. 

780 Industrial Blvd. 
St-Eustache, QC, Canada J7R 5V3 

5. N/a 
6. System of Assessment: System 1+ 
7. Notified Body:  ANPI;  CE-1134 

Performed EN 14604:2005/AC:2008 under System 1+ and issued Certificate No: 1134-CPR-174 
8. N/a 
9. Declared Performance: 
 

Harmonised technical specification EN 14604:2005/AC:2008 

Essential characteristics Clause Performance 

Nominal activation conditions/ 
Sensitivity, Response delay (response 
time) and Performance under fire 
condition 

4.12, 4.18, 5.2, 5.3, 5.4, 5.5, 5.6, 
5.15, 5.17, 5.18, 5.19, 5.20 

Pass 

Operational reliability 4.1, 4.2, 4.3, 4.4, 4.5, 4.6, 4.7, 4.8, 
4.9, 4.10, 4.11, 4.13, 4.14, 4.15, 
4.16, 4.17, 4.19, 5.11, 5.16, 5.22, 
5.23, 5.24 

Pass 

Tolerance to supply voltage 5.21 Pass 

Durability of operational reliability and 
response delay, temperature 
resistance 

5.7, 5.8 Pass 

Durability of operational reliability, 
vibration resistance 

5.12, 5.13 Pass 

Durability of operational reliability, 
humidity resistance 

5.9 Pass 

Durability of operational reliability, 
corrosion resistance 

5.10 Pass 

Durability of operational reliability, 
electrical stability 

5.14 Pass 

 
10. The performance of the product identified in points 1 and 2 is in conformity with the declared 

performance in point 9 
 
This declaration of performance is issued under the sole responsibility of the manufacturer identified in 
point 4. 

 

 
Nimrod Herman 
Certification Manager 

 

 
 

November-22-2015 


